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The typical AppliTek ergonomic fibreglass housing of the 

��� �  enables quick inspection and easy maintenance.  

�

 

For higher measuring ranges, a 

sample dilution unit can be installed 

inside the analyzer housing. The 

analyzer can also be programmed 

to automatically run dilution in case 

of over range matrices. 

Pumps, sensors, colorimeters, 

vessels, tub ing: many wet-chemical 

components are carefully selected 

and thoroughly tested in the 

development of a new analyzer. 

�

In order to cover low-level 

applications, AppliTek developed a 

highly sensitive colorimeter. The 

special design of the vessel 

eliminates direct contact of the 

sample with the optical parts, and 

allows low volume analysis. 
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Industrial environments require critical parameter 

monitoring in order to obtain optimal production 

efficiency and compliance. The ��� �  on-line Universal 

Process Analyzer is a versatile, robust wet-chemical 

analyzer suitable for chemical analysis and  monitoring 

of waste water and industrial process liquids. 

 

For each application and each measuring range, the 

most suitable methodology is applied in the ��� � . 

Different analysis methods can be combined in one and 

the same analyzer. Low TCO (Total Cost of 

Ownership) is guaranteed with the ��� �  through high 

up-times and low reagent consumption.  Multiplexing 

up to 8 streams is possible, reducing the cost per 

parameter or measuring point.  

 

��� �  - assuring real-time monitoring of your process, 

in the field-proven AppliTek format. 
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